


Please refer to the Warranty Document for applicable conditions.
For more information, please contact us at info@wright.energy

                                                     
S P E C I F I C A T I O N S                            

Capacity (kWh / Ah)                      
Module Weight (kg)                     
Crate Weight (kg)                       
Dimensions (mm) L x W x H     
Dimensions (In) L x W x H    
Stackable  (units)                  

C H A R G E  /  D I S C H A R G E

Rated Charge Voltage (V)                
Maximum Continuous Charge Voltage       
Maximum Surge Voltage (V)             
Recommended Discharge Voltage (V)       
Rated Discharge Voltage (V)             
Maximum Continuous Current (A)     
Maximum Peak Current (A)                 
Maximum Charge/Discharge Rate (C)           

Available In Rear & Front Connect

S A F E T Y
Current Safety                             Electronic SSR and Thermal DC Breaker (Dual Protection)
Maximum Capacitor Voltage               Electronic
Loose Connection Monitoring              Electronic
Temperature Monitoring                  Electronic
Cell Temperature Monitoring                 Electronic
Safe Activation Parameters                WEST EZPower ® limited energy release
Certi�cation                            UL810 & IEC62619

 
3 T H R E E

3.3 / 67
71.4 kg
11.8 kg

580 x 635 x 170
22.83 x 25.00 x 6.69

6 Units

53.6 V
53.6 V
54.0 V
46.0 V
45.5 V
100 A
125 A
1.5 C

 
5 Z E R 0

4.95 / 100
97 kg

14.2 kg
580 x 635 x 245

22.83 x 25.00 x 9.65
4 Units

53.6 V
53.6 V
54.0 V
46.0 V
45.5 V
200 A
250 A

2 C

 
6 F I V E

6.6 / 134
129.8 kg

15.8 kg
580 x 635 x 320

22.83 x 25.00 x 12.6
3 Units

53.6 V
53.6 V
54.0 V
46.0 V
45.5 V
200 A
250 A

1.5 C


